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T-720 AA
BULK MATERIAL S&D 10 BAR (150 PSI)

 

TUBE : BLACK CONDUCTIVE NR - ABRASION RESISTANT

REINFORCEMENT : HIGH TENSILE TEXTILE CORDS WITH EMBEDDED STEEL HELIX WIRE

COVER : BLACK CONDUCTIVE SBR/NR - ABRASION AND OZONE RESISTANT

APPLICATION : BULK MATERIAL SUCTION AND DELIVERY. SPECIALLY DESIGNED FOR DRY CEMENT, GRAIN AND ANIMAL 
FEED TRANSFER.

SAFETY FACTOR : 3:1

TEMPERATURE : -30°C +80°C (-22°F +176°F)

BRAND TEXT : ALFAGOMMA -ITALY- T-720 BULK MATERIAL - S&D (omega)

BRAND TYPE : WHITE LETTERS

APPROVALS : 

NOTE : DIA/I >= 127mm - 5 BAR (75 PSI)
Code  ID

mm  ID
inch  OD

mm  Wall
mm  Weight

g/m  WP
bar  WP

psi  Vac.
%  BR

mm  Available Length
m  Stock Length

m  
720AA051657W10  51  2"  65  7  1420  10  150  100  153  30,5  30,5  
720AA060747W10  60  2" 3/8  74  7  1820  10  150  90  180  30,5  30,5  
720AA063777W10  63  2" 1/2  77  7  1900  10  150  90  189  30,5  30,5  
720AA076927W10  76  3"  92  8  2580  10  150  90  228  30,5  30,5  
720AA080967W10  80  3" 1/8  96  8  2770  10  150  90  240  30,5   
720AA090067W10  90  3" 1/2  106  8  3160  10  150  90  270  30,5   
720AA102187W10  102  4"  118  8  3530  10  150  90  306  30,5  30,5  
720AA127457W10  127  5"  145  9  5270  5  75  80  508  30,5  30,5  
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