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Quick couplingsQuick couplings

Spare parts
GEKA® high-performance shaped sealing rings form 200

GEKA® high-performance shaped sealing ring form 120

GEKA® plus flat seal rings 360

GEKA® high-performance shaped sealing ring NBR
Material: .................................. NBR (Perbunan)
Colour: .................................... Black
Temperature range:.................. Constant: approx. –10 °C to +90 °C, short-time: –10 °C to +120 °C
Shore hardness: ....................... 60° shore ± 5° shore DIN 53505 A
Area of application: ................. NBR is well resistant to oils and petrol

Disadvantageous with oxidising media
Use: ......................................... Standard in all GEKA® quick couplings made from brass

PU units 50
Covering box units 600
Catalogue no. 80200C
Item no. 08.5200

GEKA® high-performance shaped sealing ring FKM
Material: .................................. FKM (Fluororubber) according to DIN ISO 1629
Colour: .................................... Green
Temperature range:.................. Constant: approx. –10 °C to +150 °C, short-time: -10 °C to + 200 °C
Shore hardness: ....................... 60° shore ± 5° shore DIN 53505 A
Area of application: ................. The chemical properties of FKM (Fluororubber) according to 

DIN ISO 1629 are the most favourable of all elastomers

PU units 10
Catalogue no. 200V
Item no. 10.5202

GEKA® high-performance shaped sealing ring NBR
Material: .................................. NBR (Perbunan)
Colour: .................................... Black
Temperature range:.................. Constant: approx. –10 °C to +90 °C, short-time: –10 °C to +120 °C
Shore hardness: ....................... 45° shore ± 5° shore DIN 53505 A
Area of application: ................. NBR is well resistant to oils and petrol 

Disadvantageous with oxidising media

PU units 50
Catalogue no. 120AC
Item no. 10.5122

GEKA® plus flat seal rings 360 EWP 210
Material: .................................. EWP 210
Colour: .................................... Green
Temperature range:.................. Max. + 400 °C, in oil max. 200 °C
Area of application: ................. EWP 210 is based on NBR-bound aramid fibres and is mainly used 

for sealing against cold and hot oils, fats, fuels and cooling water 
with additives for corrosion and anti-freeze protection

Dimensions approx. mm 24 x 20.4 x 2.5 31 x 25.9 x 2.5
PU units 1 1
Catalogue no. 20110AD 20111AD
Item no. 07.3110 07.3111

Please note: GEKA® high-performance shaped sealing rings form 200 are only suitable for GEKA® quick couplings

Please note: GEKA® high-performance shaped sealing rings form 120 are only suitable for GEKA® quick couplings

Please note: Suitable for all GEKA® plus male thread pieces 360
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